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APPENDIX A
Revision A

Company

Part Number or NSN

GENERATOR PRODUCT DATA SHEET
(Skid Mounted)

HDT Expeditionary Systems, Inc.

2002477-X2

Specifications as applicable

Nominal Output in KW, Volts
AC, Hertz, Phase

35kW, 208 VAC, 60 Hertz, 3 phase

\Weight in pounds

2500 lbs

Dimensions

Height - 59", Width - 35", Length - 86"

Operating Environment

-25F to 131F

Engine type

John Deere 4024T

Fuel Type

D1, D2, JP-5, JP8

Fuel Consumption
At 25% load
At 50% Load
At 75% Load
at maximum output

25%-1.25 gal/hr
50%-1.9 gal/hr
75%-2.1gal/hr
100%-2.8gal/hr

Noise in DB at 25 feet
At 25% load
At 50% load
At 75% Load
At maximum rated load

Less than 70dB with maximum rated load

Cable Connection Quantity,
Class and Ratings

1 x 100 Amp 208 VAC Input for Shore Power, MIL-DTL-22992
1 x 100 Amp 208 VAC Output, MIL-DTL-22992

2 x 60 Amp 208 VAC Output, MIL-DTL-22992

1 x 20 Amp, 120 VAC, GFCI Receptacle

Special/Additional Features:

35kW Generator, Skid Mount, Load Share, Tan
Included in Price
1 x Ground Rod Kit, 1 x Hammer, 1 x Fire Extinguisher

Turbocharged engine maintains power when at altitude

Fuel Filler (2-1/4") Accessible at side of unit

Quick Connect Aux Fuel Fittings for External Fuel Source

Engine Fluids Ported to Frame for Ease of Maintenance

Automatic Shut-downs and Indicators for High Coolant Temperature,
Low Oil Pressure, Overspeed and Reverse Power

Automatic Load Banks Prevent Wet-Stacking
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